


LCR adjusts to fit
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| Q-AV - simply cleverer
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Disappearing speakers-now that's clever!
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fi Rear speakers
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Subwoofer-where is it?
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Q-AV LCR
Installed beneath a wallmounted TV

Mounting Options
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Q-AV B Q-AV LCR

5.1Speaker Package Enclosure Type : 1-way reflex

Contains LCR speakers, 2 rear and subwoofer. Drive Unit : 100mm

Stock Code : QA 5060 (Black subwoofer) Frequency response : 60Hz - 20Hz

Stock Code : QA 5070 (White subwoofer) Nominal Impedance : 6 Ohms
Minimum Impedance : 4
Sensitivity (2.83V@1m) : 88dB
Recommended Amplifier Power : 25 - 100W
Effective Volume : 2.2 Liters

Q-AV Cabinet Dimensions : 160H x 75D x 300W

3.1Speaker Package Weight : 72 Kg

Contains LCR speakers and subwoofer.

Stock Code : QA 5060 (Black subwoofer) Q-AV REAR

Stock Code : QA 5070 (White subwoofer) Enclosure Type : T-way reflex
Drive Unit : 100mm
Frequency response : 60Hz - 20Hz
Nominal Impedance : 6 Ohms
Minimum Impedance : 4 Ohms
Sensitivity (2.83V@1m) : 88dB
Recommended Amplifier Power : 25 - 76W
Effective Volume : 2.0 Liters

Cabinet Dimensions :
Weight :

240H x 108D x 205W
1.3 Kg

.__/""'
= Bl Q-AV SUB (ACTIVE)
& Enclosure Type : Ported
Q Acoustics Q-AV Q Acoustics Q-AV Q Acoustics Q-AV Bass‘ Umt : 200mm Long Throw
Amplifier Power : 120 Watts

Wall Mounted Subwoofer
Stock Code : QA 5010 (Black)
Stock Code : QA 5020 (White)
(includes integrated wall
bracket and feet)
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Rear Speakers (pair)

Stock Code : QA 5030
(includes integrated wall
bracket and foot stand)

Rear Speakers (pair)
Can be wall mounted near
ceiling or floor skirt

Crossover Frequency :
Cabinet Dimensions :
Weight :

45Hz - 200Hz (variable)
432H x 170D x 475W
16.75 Kg





